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* Lights sold seperately

System Operation:
The following diagrams illustrate all cable connection points, 
switches and mounting points.
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        Blue light �ashing indicates that the battery is being charged.

         Green light indicates that the battery is fully charged.

         Yellow light indicates that the battery is three quarters charged.

         Amber light indicates that the battery is at half charge.

         Red light indicates that the battery is almost �at/ empty.

Note: It is normal for the system to �uctuate between di�erent 
charge levels indication, due to �uctuations in the output power 
from the solar panel.

Warranty:
12 Month Warranty: This Limited Warranty applies to physical 
goods, and only for physical goods in the Insele product range.

This Limited Warranty cover any defects in material or 
workmanship under normal use during the Warranty Period.

During the Warranty Period, Microtronix Manufacturing will 
repair, at no charge, products or part of a product that prove 
defective because of improper material or workmanship, under 
normal use and maintenance.

This Limited Warranty does not cover any problem where: 
physical goods are not kept in the recommended conditions; 
malfunctions or damage caused does not result from defects in 
material or workmanship; malfunctions or damage is caused by 
unapproved tampering or modi�cations; the Warranty Void seal 
is broken.

Warnings:

Do not allow any liquids to spill on the battery charger.

Note that this unit contains no user serviceable parts and 
disassembly will void your warranty.

Do not connect any 220V AC appliances to the charger (e.g. 
kettles, stove, iron, fridge)

Do not connect any other power source to the input except for 
the solar panel or compatible AC/DC (18-20V 2A) adapter (input 
DC ONLY!). 

12VDC System ONLY, no other voltages allowed.

Keep the battery control unit away from direct heat e.g. stove, 
candles or open �ames.

Do not use battery pack outside where it is exposed to direct 
sunlight, wind. or rain.

The light source of this luminaire is not replaceable, when the 
light source reaches its end of life the whole luminaire shall be 
replaced.

Troubleshooting and Maintenance:

Should you be experiencing any problems please follow these 
steps: 

Check all connections to ensure that they are secure and free 
from debris. 

If none of the indicating lights are lit, the system may have gone 
into battery protection mode and has shut down. Please wait for 
power to be available to recharge the system and restore full 
functionality.

If all instructions are done as per this manual and the unit is still 
not functioning, please contact your installer.

The system is low maintenance; however please take note of the 
following:

The batteries expected life span is 3 years, with proper care is 
can last up to 7 years. Should the battery stop functioning 
correctly please contact the unit supplier to �nd out where to 
buy a replacement battery at www.insele-solar.co.za. Be aware 
that abuse of the system will shorten the battery life span.
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